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(1) * Détection présence victime
* Detecling the presence of the victim
o Erfassung der Anwesenheit des Betroffenen

* Deleccién de la presencia de la victima o victimas

| * Rivelazione della presenza di vittime
|

Un sauveteur Plusieurs sauveteurs

One rescuer Several rescuers

Ein suchender (Retter) Mehrere suchende (Retter)
Un salvador Mucho salvadores

Uno soccorritore Alcuni soccorritores

[Fcc 1D:09BARVASOOO|

This device complies with part15 of the FCC rules.
Cperation is subject to the following two conditions:
{1) This device may not cause harmful interference.

{2 This device must accept any interference received,

including interference that may cause undesired
operation,

Regulatory Information

Notice for the USA: FCC Statement

Changes or modifications not expressly approved by
Option Industries could void the user’s authority to
operate the equipment.
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- Visual and auditory battery test.

- Autotests when switched on.

- Transmission level selfHest.

- Automatic search with directional arrow and
progress indicator.

- Weight : 220 gr. Autonomy: more than 250 hours.
- Requires 4 alkaline botteries AAA/IROS.

- Manufactured in occordance with European
standard ETS 300718.
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Technische Daten
- Sendan und Suchen : Intenaitionale Frequen
457 ke

Umschalien cut Senden; den roen Scbalter

visuelle Prulung des

- Agomatische Kentiolle du Sandeinipulse.

- Autematische Suche <urch Richtungsipleil,
Kontrolllampe und Néherungsanzeige fiir
genave lokalisierung.

- Gewicht : 220 gr — Beiriebsdaver : + 250
Stunden.

- Batterien : 4 Standard-Alkalibatterien vom Ty
LRO3/AAA.

- Gemaf européischer Norm ETS 300718.
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